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STYLE 3626
Electric Foam Tube 
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ASSEMBLY NOTES:
USE PARKER O-LUBE ON ALL O-RINGS
AND ALL MATING SURFACES (EXCEPT AS NOTED)

USE PERMABOND LM113 OR LOCTITE 222 AT ASSEMBLY

USE PERMABOND HH120 OR LOCTITE 277 AT ASSEMBLY

USE LOW-TEMP LUBRIPLATE AT ASSEMBLY

CENTER A BALL IN LOADING
HOLE. SCREW IN SET SCREW
UNTIL IT MAKES CONTACT WITH
THE BALL. BACK SET SCREW OUT
"SLIGHTLY" UNTIL SPINDLE 
MOVES FREELY
TORQUE "35-45" IN-LBS.

CLEAN AND PRIMER
BEFORE USING LOCTITE
OR PERMABOND
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DIMPLE AT ASSEMBLY11
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TIGHTEN CONE POINT SET SCREW BETWEEN
TWO BALL BEARINGS UNTIL IT BOTTOMS OUT
IN SWIVEL PLUG HOLE (SWIVEL SHOULD BE
FIXED). THEN BACK OUT APPROX.
1 TURN UNTIL SWIVEL TURNS SMOOTHLY. THEN
STAKE FIRST THREAD TO PREVENT SCREW
FROM BACKING OUT.
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WARRANTY AND DISCLAIMER: We warrant Akron Brass products for a period of five (5) years after purchase against defects in materials or workmanship. Akron Brass will repair or replace product 
which fails to satisfy this warranty. Repair or replacement shall be at the discretion of Akron Brass. Products must be promptly returned to Akron Brass for warranty service. 

We will not be responsible for: wear and tear; any improper installation, use, maintenance or storage; negligence of the owner or user; repair or modification after delivery; damage; failure to follow 
our instructions or recommendations; or anything else beyond our control. WE MAKE NO WARRANTIES, EXPRESS OR IMPLIED, OTHER THAN THOSE INCLUDED IN THIS WARRANTY STATEMENT, 
AND WE DISCLAIM ANY IMPLIED WARRANTY OF MERCHANTABILITY OR FITNESS FOR ANY PARTICULAR PURPOSE. Further, we will not be responsible for any consequential, incidental or 
indirect damages (including, but not limited to, any loss of profits) from any cause whatsoever. No person has authority to change this warranty.

ISO 9001 REGISTERED COMPANY

PHONE: 330.264.5678 or 800.228.1161  I  FAX: 330.264.2944 or 800.531.7335  I  akronbrass.com

© Akron Brass Company. 2015 All rights reserved. No portion of this can be reproduced without the express written consent of Akron Brass Company.
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STYLE 3626
Electric Foam Tube 

TEchnicaL SErvicE parTS LiST

iTEM nO. DEScripTiOn parT nUMBEr QUanTiTY
1 2 1/2" swivel 101420 1
1 3 1/2" swivel 109525 1
2 2 1/2" Gasket 717043 1
2 3 1/2" Gasket 714023 1
3 swivel Plug 742023 1
4 Ball Bearings for 2 1/2" ** 38
4 Ball Bearings for 3 1/2" ** 39
5 Cup Point set screw 765022 1
6 Inlet 116011 1
7 shoulder screw 765198 1
8 soc. Head Cap screw 763042 2
9 Cup Point set screw 765047 1
10 Clamp 116128 1
11 shims * As req.
12 Air vent Plug 104328 1
13 Hex Head Cap screw 761050 6
14 Adapter 104321 1
15 rivet 754053 4
16 Tube 104331 1
17 Id Band 703492 1
18 Cup Point set screw 765071 2
19 Upper Blade 104322 1
20 Collar 104326 1
21 Bearing 704235 4
22 Lower Blade 104323 1
23 shoulder screw 765181 6
24 Threaded rod End 121984 2
25 Hex Nut 734096 1
26 rod Insert 753047 2
27 Cam Adjusment 707337 1
28 Cup Point set screw 765002 1
29 rod 116014 1
30 soc. Head Cap screw 765137 1
31 Baffle Head 104324 1
32 Baffle stem 116015 1
33 Bracket 121109 1
34 Nylon Washer 784118 6
35 Bell Crank 104327 1
36 shoulder Bolt 703471 1
37 O-ring for 3 1/2" swivel 757087 1

38* soc. Head Cap screw 765150 4
39 Motor s/A 12v U2 33560006 1
39 Motor s/A 24v U2 33560008 1
39 12v Motor Assembly UI 50770028 1
39 24v Motor Assembly UI 50770029 1

40* O-ring 757056 1
41* O-ring 757112 1
42* roll Pin 744341 1
43* Worm Gear 785021 1
44 Key 727050 1
45 detent spring 768283 1
46 detent Ball 704018 1
47 roll Pin 744288 1
48 O-ring 757330 1
49 Override Collar 119500 1
50 O-ring 757282 1
51 Override shaft 770343 1

iTEM nO. DEScripTiOn parT nUMBEr QUanTiTY
52 Override Hub 721547 1
53 Actuator Housing 119507 1
54 Flat Point screw 765134 1
55 Override Gear 718292 1
56 Ball Bearings 704018 24
57 Ball screw 767149 1
58 O-ring 757055 1
59 screw Housing 119508 1
60 soc. Head set screw 765231 1
61 O-ring 757048 1
62 Guide Tube 121265 1
63 O-ring 757293 1
64 Yoke 710102 1
65 Clevis Pin 744353 1
66 Cotter Pin 744317 1

* Items included in motor subassembly item #39
** Avaialable in packs of 50 - P/N 109041


