
technical service parts

102200

STYLE 1703
1” Turbojet® Tip
With 11⁄2” Swivel

Manufactured Prior to 1996

ASSEMBLY NOTES

 Use Loctite 222 or 
 Permabond LM 113

   Use Parker O-Ring Lubricant  
or equivalent petroleum  
base lubricant

 Use Low-Temp Lubriplate
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STYLE 1703
1" Turbojet® Tip
With 11⁄2" Swivel

Manufactured Prior to 1996
TECHNICAL SERVICE PARTS LIST

*Indicates part included in Repair Kit #9115 
‡Packet of 50 Locking Balls - P/N 109042
**Discharge Control Band (#22) is also required. 
†For other threads order by description and thread size (ODM and TPI) or by Akron Thread Code.

QUANITY

ITEM NO. DESCRIPTION PART NUMBER 1703

1 Socket Head Cap Screw 765027 1

2 Baffle Head 102204 1

4 Turbine Retaining Ring 102205 1

5 Socket Head Cap Screw 767019 2

6* Turbine 772024 1

7 Bumper 704039 1

8 Thread Insert 706153 1

9 Sleeve Detent Spring 769163 1

10 Pattern Indicating Band 704491 1

11 Pattern Sleeve 102206 1

12 Retaining Band 704035 1

13 O-Ring 757242 1

14 Discharge Tube 102207 1

15 O-Ring 757243 1

16 Nozzle Body 102210 1

17 Control Segment 706154 1

18 Cam Roller 758106 1

19 Key Pin 727017 1

20 Detent Ball 704018 1

21 Detent Spring 769111 1

22 Discharge Control Band - LPM 703391 1

23 Discharge Control Ring ** 758121 1

25 Blade 106124 1

26 Locking Balls ‡ 54

27 O-Ring 757020 1

28 Nozzle Body Adapter 109444 1

   29 * Socket Head Set Screw 765040 1

30 Socket Head Set Screw 765022 1

31 Swivel (1 1/2” BSP) 108315 1

32 Gasket 717042 1


