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STYLE 3433 HI-RISER INDICATOR LIGHT
INSTALLATION AND OPERATING INSTRUCTIONS

The Hi-Riser Indicator Light is designed to indicate when the Apollo Hi-Riser monitor is stowed or deployed.

INSTALLATION INSTRUCTIONS
A. 	 BRACKET
	 Position Mounting Bracket in desired location. Mount Bracket using the appropriate configuration (See Figure 1). Rotate Bracket 		
	 until Indicator Unit is under outlet elbow in the stowed position. Tighten bracket down securely using the two 5/8 bolts and the 		
	 four 5/8 nuts and washers.

B. MAGNET
	 Line up bottom of Magnet Bracket to corner of Outlet Elbow. (See Figure 2). Drill two (.166, drill size 19) diameter holes 1/2” to 3/4” 		
	 deep. Install self-tapping screws. Test if location of magnet is appropriate. Apply a drop of Loctite to each screw.

	 NOTE:	 Apply Loctite only when hole has been fully tapped and magnet operates correctly in placed position.

C. 	 WIRING
	 Connect the three conductor cables to the appropriate connections.
	 White: 	Cab Light
	 Red: 	 Vehicle Battery Positive
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WARRANTY AND DISCLAIMER: We warrant Akron Brass products for a period of five (5) years after purchase against defects in materials or workmanship. Akron Brass will repair or replace product 
which fails to satisfy this warranty. Repair or replacement shall be at the discretion of Akron Brass. Products must be promptly returned to Akron Brass for warranty service. 

We will not be responsible for: wear and tear; any improper installation, use, maintenance or storage; negligence of the owner or user; repair or modification after delivery; damage; failure to follow 
our instructions or recommendations; or anything else beyond our control. WE MAKE NO WARRANTIES, EXPRESS OR IMPLIED, OTHER THAN THOSE INCLUDED IN THIS WARRANTY STATEMENT, 
AND WE DISCLAIM ANY IMPLIED WARRANTY OF MERCHANTABILITY OR FITNESS FOR ANY PARTICULAR PURPOSE. Further, we will not be responsible for any consequential, incidental or 
indirect damages (including, but not limited to, any loss of profits) from any cause whatsoever. No person has authority to change this warranty.
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	 Black: Vehicle Battery Ground

OPERATING INSTRUCTIONS
A. 	 DEPLOY
	 When the monitor is in the deployed position, the LED Indicator Light and the corresponding Cab Light will turn on.

B. STOW
	 Stow the monitor and rotate the unit until the outlet elbow is above the Indicator Unit. Position the monitor until the LED 		
	 Indicator Light turns off and lock the horizontal rotation using the brake knob. The corresponding Cab Light will also turn off.
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